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E-mail: bees@beesadaptic.com,
Web: http://www.beesadaptic.com
http://www.myspace.com/beesadaptic
Technical Rider & Stageplan of «Beesadaptic»

P.A. SYSTEM:

· Suggested minimum power 2x6 kW for 1000 people. 

BACKLINE:

· Bass amp: min 100 watt;
· Gtr amp1 (Left), min 100 watt;
· Gtr amp2 (Right), min 100 watt.

DRUMKIT:

· DW, Pearl, Tama, Yamaha: Kick 20-22”,Rack tom1 12”, Floor tom 16”. 3 cymbal stands, snare drum stand, hi hat machine, stool, floor capet.
MONITOR SYSTEMS:

· We will use a 4 way monitor mix:
1. Lead Vocal 1 and Gtr 1 (centre on stage) (2 wedges)

2. Lead Gtr 2 (left on stage) (1 wedges)
3. Keyboard (right on stage) (1 wedges)
4. Drummer (Centre , rear) (1 wedges)

FOH & FX:

· 3 channels of compression (Dbx)

· 1 multi fx processor 
· Mixing console: 18 channels minimum

EXTRAS:

· Double-level Keyboard Stand, table for laptop;
· 1 Microphone Stand;
· Do not use Fog Machine.

Sound check time: more then 40 (forty) minutes.


Attention!

All equpment should be grounded !

Channel List
	Channel
	Instruments
	Mics
	Specials

	1
	Kick D
	Shure or AKG D112
	compr.

	2
	Snare D
	Shure SM57 or Sennheiser
	compr.

	3
	Hi-hat
	cond. Shure or AKG
	

	4
	Tom L
	Sennheiser e604
	

	5
	Bass Tom
	Sennheiser e604
	

	6
	Overhead L
	cond. Shure or AKG
	

	7
	Overhead R
	codn. Shure or AKG
	

	8
	Bass
	line
	

	9
	Gtr 1
	Shure SM57
	

	10
	Lead Gtr 2
	Shure SM57
	

	11
	Keyboard L
	Di-Box
	

	12
	Keyboard R
	Di-Box
	

	13
	Keyboard L
	Di-Box
	

	14
	Keyboard R
	Di-Box
	

	15
	PC  L
	Di-Box
	

	16
	PC  R
	Di-Box
	

	17
	Vocal
	Shure SM58
	Compr, Processing


For technical  information please contact us by e-mail: sound@beesadaptic.com
